DESCRIPTION

The Prevail LED area, site luminaire combines optical performance,
energy efficiency and long term reliability in an advanced, patent pending
modern design. Utilizing the latest LED technology, the Prevail luminaire
defivers unparalleled uniformity resulting in greater pole spacing. A
versatile mount standard arm facilitates ease of installation for both
retrofit and new installations. With energy savings greater than 62%,

the Prevail fixture replaces 150-400W metal halide fixtures in general

area lighting applications such as parking lots, walkways, roadways and

building areas.

SPECIFICATION FEATURES

L ma r

Construction

Construction is comprised of a
heavy-duty, single-piece die-cast
aluminum housing. The LED
drivers are mounted in direct
contact with the casting to promote
fow operating temperature and
long life. The die-cast aluminum
door is tethered to provide easy
access to the driver if replacement
is required. A one-piece silicone
gasket seais the door to the fixture
housing. The optics is mounted
on a versatile, aluminum plate
that dissipates heat from the

LEDs resulting in longer life of the
fixture. The fixture is IP66 and 3G
vibration rated (ANS! C136.31) to
insure strength of construction
and longevity in the selected
application.

Optics

Precision molded, high efficiency
optics are precisely designed to
shape the distribution, maximizing
efficiency and application spacing.
Available in Type I, Hil, IV and V
distributions with {umen packages
ranging from 6,100 to 15,100
nominal lumens. Light engine
configurations consist of 1 or

2 high-efficacy LEDs mounted

to metal-core circuit boards to
maximize heat dissipation and
promaote fong life {up to L92/60,000
hours at 25°C} per IESNA TM-21,
For the ultimate level of spill light
control, an optional house side
shield accessory can be field or
factory instalied.

DIMENSIONS

Electrical

LED drivers are mounted to the
fixture for optimal heat sinking

and ease of maintenance. Thermal
management incorporates both
conduction and convection to
transfer heat rapidly away from the
LED source for optimal efficiency
and light output. Class 1 electronic
drivers have a power factor >90%,
THD <20%, and an expected life

of 100,000 hours with <1% failure
rate. Available in 120-277V 50/60Hz,
347V 60Hz or 480V 60Hz operation.
480V is compatible for use with
480V Wye systems only. 10kV/10
kA surge protection standard.
0-10V dimming driver is standard
with leads external to the fixture to
accommodate controls capability
such as dimming and occupancy.
Suitable for ambient temperatures
from -40°C to 40°C. Optionat 50°C
HA (high ambient) available.
Standard NEMA 3-PIN twistlock
photocontrol receptacie and NEMA
7-PIN twistlock photocontrol
receptacies are available as
options.

Controls

The Prevail LED luminaire control
options are designed to be simple
and cost-effective ASHRAE and
Catifornia Title 24 compliant
solutions. The ANSI C136.41
compliant NEMA 7-PIN receptacle
enables wireless dimming when
used with compatible photocontrol.
An integrated dimming and
occupancy sensor is a standalone
control option available in on/

off (MSP) and bi-leve! dimming

{MSP/DIM)} operation. The optional
LumaWatt system is best described
as a peer-to-peer wireless network
of luminaire-integral sensors

that operate in accordance with
programmable profiles. Each
sensor is capable of mation

and photo sensing, metering
power consumption and wireless
communication.

Mounting

Standard pole mount arrn is bolted
directly to the pole and the fixture
slides onto the arm and locks in
place with a bolt facititating quick
and easy installation. The versatile,

PRV PREVAIL

patent pending, standard mount LED

arm accommodates multiple drill

patterns ranging from 1-1/2" to ———

4-7/8". Remaoval of the door on the AREA / SITE / ROADWAY
LUMINAIRE

standard mounting arm enables
wiring of the fixture without having
to access the driver compartment.
A knock-out on the standard
mounting arm enables round

pole mounting. Wall mount and
mast arm mounting options are
available. Mast arm adapter fits
2-3/8" O.D. tenon.

Finish

Housing and cast parts finished

in five-stage super TGIC polyester
powder coat paint, 2.5 mil nominal
thickness for superior protection
against fade and wear. Standard
color is bronze. Additional colors
available in white, grey, black, dark
platinum and graphite metaltic.

Warranty
Five-year warranty.

CERTIFICATION DATA

£ UL and cUL Wet Location Listed

¢ IP66-Rated

. 3G Vibration Rated

. 180 9001

. DesignLights Consortium™ Qualified®

Fomwon i | [~
T T e T T T T
//\IA,:;,—.W\ 172037/\4m ' /},_/_‘,‘7— -ﬁ 7
i

]

L

13-15/16" {364mmj

Poweing Busness Woridwide

26-13116" [681mm}————]

ENERGY DATA

Electronic LED Driver

. 0.9 Power Factar

<20% Total Harmonic Distortion

= 120-277V/50 and 60Hz,

= 347V/60Hz, 480V/60Hz

_ -40°C Minimum Temperature Rating
+40°C Ambient Tempaerature Rating

. EPA
- Effective Projected Area (Sq. Ft.): 0.75

SHIPPING DATA
Approximate Net Weight:
20 Ibs. {9.08 kgs.)
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PRV PREVAIL
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MOUNTING CONFIGURATIONS AND EPAS
Wall Biount Aren Mount Single Lrm Wiount 2 @ 120° A Mount 2 8 80° Lrm Mount 3 @ 80° Arm Mount 4 & 80°
EPE 078 EPA 1EG EPL 150 EPL 278 EPA Z.00
OPTICAL CONFIGURATIONS -
A5 {8,100 Nominal Lumens) A25/440 (10,200/15,100 Nominal Lumens)
POWER AND LUMENS LUMEN MAINTENANCE LUMEN MULTIPLIER
Light Engine A% AZS A4l Ak 25.000 50,606 £0.000 Theoretical | Theoretical Ambient Lurzwef:
tominaf Power (Wats) 57V a7 T43W Temperature | Hours® | Hours® | Hours® 100,000 L70 Temperature | Muttiplier
Nominat Power {Wans) E Hours (Hours}* o poy
1
Input Current & 120V {A) 048 978 28 25°C >96% | >93% | »92% >87% > 260,000 p— —
Input Current @ 277V (A} 622 035 054 a0°c >96% | >93% | >982% > 87% > 255,600 ps - -
i 1.0
laput Currant @ 347V (A} 618 028 £.45 50°C >95% | >92% | >31% > 86% > 250,000 proms o
Input Current @ 480V (A} 8.13 0.21 0.33 ’
Lumens 8,139 16,204 18,073 W00
Type il
8UG Rating B81-Ui0-G1 Bz-Us-G2 83-U0-G3
Lumens 6,152 10,292 15,208 85
Type = = o
BUG Rating B1-UC-G2 82-U0-G3 B82-U0-G3 g g
o
Lumens 8172 10,281 15,157 £ 90
Type IV =
BUG Rating B81-UG-G3 82-U0-G3 BZ-UC G4 g
& o
Lumens 5383 10,627 15,697 g %
TypeV £
8UG Rating B3-UG-G3 84-U0-G3 B4-UG-G4 g
HOTE: Lumen output for stendard brorze fixture calor. Diffgrent housing coors impact ;,-' 88
iuman output. 1ES files for the non-standard colors are iabie upun request. g
wd
75
70
o 10 20 30 40 50 60 76 80 $6 100
Hours {Thousands) 2500 === 4QPC e BOPC s
TO500018EN
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ORDERING INFORMATION

PRV PREVAIL

Sample Number: PRV-A25-D-UNV-T3-8A-BZ

Product Family »* | Light Engine ? Driver © Voltage Distribution Mounting Color ¢
PRV=Prevail A15={1 LED) 6,100 Nominal Lumens D=Dimming (6-10V] | UNV=Universal T2=Type i $A=Standard Versatile Arm AP=Grey
A25=(Z LEDs} 10,200 Nominal Lumans {120-277Vi T3=Type il MA=Mast Arm BZ=Bronze {Standard)
£40={2 LEDs} 15,100 Nomina! Lumens 347=347V Té=Type IV WrA=Wsll Mount Arm B=Black
4B0=480V * Te=Type V BP=Dark Platinum
, GM=Graphite Metallic
WH=White

Options [Add as Suffix)

Accessories (Order Separately} ©

7030=70 CRI/ 3000K CCT?
7050=70 CRi / 5000K CCT?
TOK=10kV/10kA UL 1448 Fused Surge Protective Device

PER=NEMA 3-PIN Twistiock Photocontrot Receptacie ®
PER7=NEMA 7-PIN Twistlock Photocontral Receptacie ®
HE8=House Side Shiels

HA=50°C High Ambient Temperature

DIMRF-LW=LumaWatt Wireless Sensor, Wide Lens for 8 - 16° WMounting Height &*
DIMRF-LN=LumaWat Wireless Sensor, Narrow Lens for 168' - 40° Mounting Height &
MSP/DIMI-L12=Integrated Sensor for Dimming Operatior;, 8' - 12 Mounting Height
MSP/DIM-L30=Integrated Sansor for Dimming Operation, 12’ - 30’ Mounting Height
WMSF-L12=integrated Sensor for ONFOFF Operation, 8' - 12° Mounting Haight
MSP-L30=Integrated Sensor for ON/QFF Operation, 12' - 30° Mounting Height

PRVWM-XX=Wall Mount Kit

PRVMA-XX=Nast Arm Mounting Kit
PRVSA-XX=Standard Arm Mounting Kit

HS/VERD=House Side Shisld

MAT010-XX=8ingle Tenon Adapter for 3-1/2° G.D. Tenon
MATC11-XX=2@180° Tenon Adapter for 3-1/2" 0.D. Tenon
MAIOT2-X @120° Tenon Adapter for 3-1/2° O.D. Tenon
MA1013-XX=4@90° Tenon Adapter for 3-1/2" 0.0, Tenon
MAT014-XX=2@90° Tenon Adapter for 3-1/2° G.D. Tenon
@120° Tenon Adapter for 3-1/2° O.D. Tenon
@40° Tenon Adaptar for 3-1/2° 0.0, Tenon
ingle Tenon Adapter for 2-3/8" 0.D. Tenon
@180° Tenon Adapter for 2-3/8" 0.D. Tenon
@120° Tenon Adapter for 2-2/8" O.0. Tenon
40° Tenon Adapter for 2-3/8° 0.0, Tenon
3 Tenon Adapter for 2-2/8" 0.0, Tenon
MAIBEE-XE=3@80° Tenon Adapter for 2-3/8" 0.3 Tenon
HIATIST-KE=2T 120° Tenon Adap 2.28" C.0. Tenon

.28 G

OA/RBINE
DAIRARIDIE
GAMAIOE h
OASBRIZI=NEMA Photoontrol - 37V
1SHM-Ol=Integrated Sensor Programming Remote

NOTES:

1. Customer 5 responsible far enginesting analysis to confirm pole and fixture sompatibitity for ait spplications. Refer 1o i

information.

Standard 800K CCT and 70 CRL
Consuit factory for driver surge protection vaiues

LAt ol o

Gnly for use with 480V Wye systems. Par NEC, not for use with
Delts and Three Phase Corner Grounded Deito syctama),

o

systems, §

. Ditfarant housing tolors impact lumen outpu. 1ES files for the non-standard cofors are avaiiable HpON request,

ctions 8530

Designlights Consortium™ Qualified and classified for bot DLT Swadard and DLE Premium, refer 16 wwrw.designiights. arg for denails.

7. Extended iead times apply. Use dedicated 1£S files for 2000K and 5000 when pavforming tayouts. These files are published on the Prevall lumingire produst page on the website.

8. LumsWant wireless sensors are factory installed and require network componerts RF-EN-1, RF-GW-1 and RF-BOUT-1 in appropriate quantities. Ses wehsite for L

§. LumaWatt wireless system is ot te with gh ritral receptact
. Not svailsie with MSP or DIMBF options.

11 Replace XX with paim coior,

STOCK ORDERING INFORMATION

{440t neaded).

S2EN and poie white paper WPS13001EN for additional support

grounded eystems or corner grounded systems icommonly known as Three Phase Three Wire Delte, Three Phese High Lag

Stock Sample Number: PRVS-AZ5-UNV-T3

Product Family Light Engine

Voltage

Distribution

Options {Add as Suffix}

A15=(1 LED} 6,100 Mominat Lumens
A28={2 LEDg} 10,200 Nominal Lumens
£40={2 LEDs) 15,100 Nominal Lumens

PRVS=Pravail

347=347V

UNV=Universal (120-277V}

T3=Type Ht
Ta=Type IV

RMSP/DIM-L30=Integrated Sensor for Bimming Operation,
Maximum 30" Mounting Height

NOTE: Bronze oniy, 000K CCT, 126-277V, 347V, d; ing arm,

Powsening Busines:

nosr

Specrfications and
1ONE SUth
o8 wihout notice

non-fused 10KV MOV and §-10V dimeming.
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